
EM 937 E3 (L) - Data Sheet

Description

EM 937 (E-3/L-3) has been specially designed for loaders

and backhoe loaders in dig and load applications,

depending on the size. It features excellent durability and

provides cut and chip resistance.        

UM

US Standard

Construction

BIAS

Machinery

Industrial: Backhoe Loader • Loader

SIZE Version USACode TRA Code PR RIM REC RIM ALT OW OD SLR RC Type

14.00 - 24 STANDARD 94015337 E3/L3 20 10.00 W 14.8 53.9 24.7 159.4 TT

14.00 - 24 STANDARD 94015344 E3/L3 20 10.00 W 14.8 53.9 24.7 159.4 TL

14.00 - 24 STANDARD 94015351 E3/L3 24 10.00 W 14.8 53.9 24.7 159.4 TT

14.00 - 24 STANDARD 94015368 E3/L3 24 10.00 W 14.8 53.9 24.7 159.4 TL

14.00 - 24 STANDARD 94030118 E3/L3 28 10.00 W 14.8 53.9 24.7 159.4 TT

14.00 - 24 STANDARD 94015375 E3/L3 28 10.00 W 14.8 53.9 24.7 159.4 TL

14.00 - 24 STANDARD 94041336 E3/L3 32 10.00 W 14.8 53.9 24.7 159.4 TT

14.00 - 24 STANDARD 94015382 E3/L3 32 10.00 W 14.8 53.9 24.7 159.4 TL

14.00 - 25 ARAMID + STEEL BELTED 94050734 E3 20 10.00/1.5 14.8 53.9 24.4 161.6 TT

14.00 - 25 ARAMID BELTED 94048939 E3/L3 20 10.00/1.5 14.8 53.9 24.4 161.6 TT

14.00 - 25 STANDARD 94040421 E3/L3 12 10.00/1.5 15.4 53.9 24.4 161.6 TT

14.00 - 25 STANDARD 94015399 E3/L3 20 10.00/1.5 14.8 53.9 24.4 161.6 TT

14.00 - 25 STANDARD 94015405 E3/L3 20 10.00/1.5 14.8 53.9 24.4 161.6 TL

14.00 - 25 STANDARD 94015429 E3/L3 24 10.00/1.5 14.8 53.9 24.4 161.6 TT

14.00 - 25 STANDARD 94015436 E3/L3 24 10.00/1.5 14.8 53.9 24.4 161.6 TL

14.00 - 25 STEEL BELTED 94048922 E3/L3 20 10.00/1.5 14.8 53.9 24.4 161.6 TT

Rolling Circumference & SLR values are at rated Load and inflation pressure. These values may vary at different Load and

pressure condition.
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