
EARTHMAX SR 315 M - Especificaciones técnicas

Description

EARTHMAX SR 315 M es un neumático radial All Steel,

diseñado específicamente para cargadoras LHD, que

ofrece un alto rendimiento en las operaciones mineras

subterráneas. Su carcasa robusta, reforzada con cinturones

múltiples en acero, proporciona una excelente resistencia a

los impactos y los pinchazos causados por rocas. Para

reducir aún más el riesgo de cortes, el rediseño del

indicador de desgaste de la banda de rodadura - ahora

integrado en las ranuras circunferenciales - ha permitido

desarrollar un dibujo de la banda de rodadura

completamente cerrado y liso, que mejora la resiliencia de

la banda de rodadura y prolonga la vida útil. Además, el

perfil dimensional del neumático se ha optimizado para

que sea compatible con una gama más amplia de vehículos

LHD subterráneos.

UM

International Standard

Construction

 RADIAL

Machinery

OTR: Cargadora LHD

Version CUT RESISTANT COMPOUND

Type TL

Tyre Size 26.5 R 29

LI/SS 217 A2

Dimensions International Standard

Overall Width (mm) 695



Overall Diameter (mm) 1835

Static Loaded Radius (mm) 815

Rolling Circumference (mm) 5545

Rim Rec 22.00/3.0

Star Rating ***

TRA Code L3S

Tread Depth 44

Load capacity (Kg)

km/h / bar 6.75 7.00 7.25 7.50 7.75 8.00

10 20000 20600 21200 21800 22400 23000

Rolling Circumference & SLR values are at rated Load and inflation pressure. These values may vary at different Load and

pressure condition.
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