
EARTHMAX SR 41 - Especificaciones técnicas

Description

EARTHMAX SR 41 es un neumático radial totalmente de

acero perfecto para volquetes articulados, cargadoras y

topadoras. Gracias a su estructura totalmente de acero y su

patrón de bloques especial, EARTHMAX SR 41 ofrece una

excelente resistencia a los pinchazos y una vida útil

prolongada. Además de largas horas de trabajo sin tiempo

de parada, el neumático garantiza una comodidad

extraordinaria. EARTHMAX SR 41 también está disponible

en SH-4**** para los volquetes de perfil bajo (LPDT)

empleados en operaciones de transporte subterráneo.

UM

International Standard

Construction

 RADIAL

Machinery

OTR: Volquete articulado • Buldócer • Pala cargadora •

Volquete de perfil bajo

Version CUT RESISTANT COMPOUND

Type TL

Tyre Size 29.5 R 25

LI/SS 221 A2

Dimensions International Standard



Dimensions International Standard

Overall Width (mm) 761

Overall Diameter (mm) 1861

Static Loaded Radius (mm) 830

Rolling Circumference (mm) 5510

Rim Rec 25.00/3.5

Star Rating ***

TRA Code L4

Tread Depth 66

Load capacity (Kg)

km/h / bar 6.75 7.00 7.25 7.50 7.75 8.00

10 23000 23600 24300 24800 25200 25750

Rolling Circumference & SLR values are at rated Load and inflation pressure. These values may vary at different Load and

pressure condition.
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