
MAGLIFT SMOOTH - Specifiche tecniche

Description

MAGLIFT SMOOTH è stato appositamente sviluppato per

attrezzature di supporto al suolo (GSE), rimorchi portuali e

industriali che operano su superfici lisce. Lo pneumatico è

realizzato con una speciale mescola del battistrada, che

garantisce un'eccellente resistenza a ogni tipo di taglio

nonché una lunga durata dello pneumatico. Il design liscio

del battistrada e la sua area di contatto massima offrono

eccellente stabilità e la distribuzione del carico ottimizzata

anche in condizioni di servizio gravose. MAGLIFT SMOOTH

è sinonimo di trazione eccellente, bassa resistenza al

rotolamento e basso sviluppo di calore assicurando

un’efficienza migliore. Inoltre, il bordo di protezione del

cerchio appositamente progettato protegge lo

pneumatico contro danni, mentre la struttura rinforzata

del tallone garantisce la migliore aderenza ed elimina

qualsiasi rischio di slittamento durante le operazioni.

UM

International Standard

Construction

SOLID

Machinery

Industriale: Rimorchio

Version STANDARD

Type

Tyre Size 12.00 - 20

Dimensions International Standard

Overall Width (mm) 269

Overall Diameter (mm) 1088

Rim Rec 8.00 - 20

Load capacity (Kg)

km/h / bar -

25 LOAD WHEEL 7560

25 STEER WHEEL 6300

10 OTHER VEHICLES 6865

Rolling Circumference & SLR values are at rated Load and inflation pressure. These values may vary at different Load and

pressure condition.
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